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Subpart 78.05—Notice to Mariners and 
Aids to Navigation 

78.05–1 Duty of officers. 
78.05–5 Charts and nautical publications. 

Subpart 78.07—Notice and Reporting of 
Casualty and Voyage Records 

78.07–1 Notice and reporting of casualty and 
voyage records. 

Subpart 78.10—Persons Allowed in 
Pilothouse and on Navigation Bridge 

78.10–1 Persons excluded. 

Subpart 78.12–Stability Information 

78.12–1 Posting of stability letter. 

Subpart 78.13—Station Bills 

78.13–1 Muster lists, emergency signals, and 
manning. 

Subpart 78.15—Doors Closed at Sea 

78.15–1 Subdivision bulkheads. 

Subpart 78.16—Port Lights 

78.16–1 General. 

Subpart 78.17—Tests, Drills, and Inspections 

78.17–1 Application. 
78.17–3 Watertight doors. 
78.17–5 Valves and closing appliances. 
78.17–10 Loudspeaker system. 
78.17–15 Steering gear, whistle, and means 

of communication. 
78.17–20 Drafts and load line markings. 
78.17–22 Verfication of vessel compliance 

with applicable stability requirements. 
78.17–25 Sanitation. 
78.17–30 Examination of boilers and machin-

ery. 
78.17–33 Loading doors. 
78.17–35 Hatches and other openings. 
78.17–45 Emergency lighting and power sys-

tems. 
78.17–50 Emergency training, musters, and 

drills. 
78.17–65 Smoke detecting system. 
78.17–75 Requirements for fuel oil. 
78.17–80 Firefighting equipment, general. 

Subpart 78.19—Auto Pilot 

78.19–1 Use of auto pilot. 

Subpart 78.21—Maneuvering 
Characteristics 

78.21–1 Data required. 

Subpart 78.23—Whistling 

78.23–1 Unnecessary whistling prohibited. 

Subpart 78.27—Searchlights 

78.27–1 Improper use prohibited. 

Subpart 78.30—Lookouts, Pilothouse 
Watch, Patrolmen, and Watchmen 

78.30–5 Pilothouse watch. 
78.30–10 Supervised patrol. 
78.30–15 Watchmen. 
78.30–20 Master’s and officer’s responsi-

bility. 

Subpart 78.33—Reports of Accidents, 
Repairs, and Unsafe Equipment 

78.33–1 Repairs of boiler and pressure ves-
sels. 

78.33–5 Accidents to machinery. 
78.33–10 Notice required before repairs. 

Subpart 78.35—Communication Between 
Deckhouses 

78.35–1 When required. 

Subpart 78.36—Work Vests 

78.36–1 Application. 
78.36–5 Approved types of work vests. 
78.36–10 Use. 
78.36–15 Shipboard stowage. 
78.36–20 Shipboard inspections. 
78.36–25 Additional requirements for hybrid 

work vests. 

Subpart 78.37—Logbook Entries 

78.37–1 Application. 
78.37–3 Logbooks and records. 
78.37–5 Actions required to be logged. 
78.37–10 Official log entries. 

Subpart 78.40—Vehicular Ferries 

78.40–1 Stowage of vehicles. 
78.40–5 Securing of vehicles. 
78.40–10 No smoking permitted. 

Subpart 78.45—Display of Plans 

78.45–1 When required. 

Subpart 78.47—Markings for Fire and 
Emergency Equipment, Etc. 

78.47–1 Application. 
78.47–3 General. 
78.47–5 General alarm contact makers. 
78.47–7 General alarm bells. 
78.47–9 Carbon dioxide alarm. 
78.47–10 Manual alarm boxes. 
78.47–13 Fire detecting and manual alarm, 

automatic sprinkler, and smoke detect-
ing alarm bells. 
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78.47–15 Fire extinguishing system branch 
lines. 

78.47–17 Fire extinguishing system controls. 
78.47–20 Fire hose stations. 
78.47–23 Supervised patrol stations. 
78.47–25 Emergency squad equipment. 
78.47–27 Self-contained breathing apparatus. 
78.47–30 Hand portable fire extinguishers. 
78.47–33 Emergency lights. 
78.47–35 Fire doors. 
78.47–37 Watertight doors. 
78.47–38 Valves and closing appliances. 
78.47–40 Exit signs. 
78.47–45 Markings for lifesaving appliances, 

instructions to passengers, and stowage 
locations. 

78.47–53 Automatic ventilation dampers. 
78.47–55 Instructions for changing steering 

gear. 
78.47–57 Rudder orders. 
78.47–70 Portable magazine chests. 
78.47–75 Ventilation alarm failure. 
78.47–90 Vessels contracted for prior to No-

vember 19, 1952. 

Subpart 78.50—Markings on Vessels 

78.50–1 Application. 
78.50–5 Hull markings. 
78.50–10 Draft marks and draft indicating 

systems. 
78.50–15 Load line marks. 

Subpart 78.55—Carrying of Excess Steam 

78.55–1 Master and chief engineer respon-
sible. 

Subpart 78.57—Routing Instructions 

78.57–1 All personnel must comply. 

Subpart 78.60—Compliance With Provisions 
of Certificate of Inspection 

78.60–1 Master or person in charge respon-
sible. 

Subpart 78.65—Exhibition of License 

78.65–1 Licensed officers. 

Subpart 78.70—De-Energizing of Cargo 
Hold Lighting Circuits When Grain or 
Other Combustible Bulk Cargo Is Car-
ried 

78.70–1 Master’s responsibility. 
78.70–5 Warning notice posted. 

Subpart 78.83—Operation of Vehicles in 
Enclosed Locations 

78.83–1 Special operating conditions. 

Subpart 78.90—Pilot Boarding Operations 

78.90–1 Pilot boarding operation. 

Subpart 78.95—Person in Charge of 
Transfer of Liquid Cargo in Bulk 

78.95–1 General. 

AUTHORITY: 33 U.S.C. 1321(j); 46 U.S.C. 2103, 
3306, 6101; 49 U.S.C. 5103, 5106; E.O. 12234, 45 
FR 58801, 3 CFR, 1980 Comp., p. 277; E.O. 
12777, 56 FR 54757, 3 CFR, 1991 Comp., p. 351; 
Department of Homeland Security Delega-
tion No. 0170.1. 

SOURCE: CGFR 65–50, 30 FR 16955, Dec. 30, 
1965, unless otherwise noted. 

Subpart 78.01—Application 

§ 78.01–1 General. 

(a) The provisions of this part shall 
apply to all vessels except as specifi-
cally noted. 

(b) [Reserved] 

§ 78.01–2 Incorporation by reference. 

(a) Certain material is incorporated 
by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in paragraph 
(b) of this section, the Coast Guard 
must publish notice of change in the 
FEDERAL REGISTER; and the material 
must be available to the public. All ap-
proved material is available for inspec-
tion or at the National Archives and 
Records Administration (NARA), and 
at the U.S. Coast Guard, Lifesaving 
and Fire Safety Division (G-MSE–4), 
2100 Second Street SW., Washington, 
DC 20593–0001, and is available from the 
sources indicated in paragraph (b) of 
this section. For information on the 
availability of this material at NARA, 
call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) The material approved for incor-
poration by reference in this part and 
the sections affected are as follows: 

American Society for Testing and Materials 
(ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959. 

ASTM D 93–97, Standard Test Methods for 
Flash Point by Pensky-Martens Closed Cup 
Tester—78.17–75 
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